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Summary

In this paper we elicit a directed acyclic graph (DAG) for the multivariate time
series of hourly vehicle counts at the junction of three major roads in the UK. A flow
diagram is introduced to give a pictorial representation of the possible vehicle routes
through the network. It is shown how this flow diagram, together with a map of the
network, can suggest a suitable DAG which represents the conditional independence
structure across the time series. We discuss how the DAG can be used to define a
linear multiregression dynamic model for the multivariate time series, so that each
individual series is simply modelled by a univariate dynamic linear model.
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multivariate time series.

1 Introduction.

Modelling multivariate time series of vehicle counts in a traffic network can be a difficult

problem. The model needs to be complex enough to accommodate the multivariate struc-

ture of the time series, but it also needs to be simple enough to work in real time if the

model is to be of practical use. The model also needs to be easily adaptable to cope with

any changes which may occur in the network caused by external events, such as roadworks

or bad weather. In this respect, it is also helpful if the model is interpretable.

Several modelling approaches have been used for traffic networks. These include his-

torical, data-based algorithms, classical time series methods and neural networks (see, for

example, Stephanedes et al (1981), Ahmed and Cook, (1979), and Dougherty and Cob-

bett (1997)). However, non of these modelling approaches have managed to satisfy all the

model requirements given above.

We take a different approach and use a particular type of multivariate Bayesian dy-

namic model (West and Harrison, 1997) called a Linear Multiregression Dynamic Model
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or LMDM (Queen and Smith, 1993). An LMDM represents any heuristic conditional in-

dependence relationships and causal drive within a multivariate time series by a directed

acyclic graph (DAG) (see, for example, Smith (1990)). This DAG not only gives a useful

pictorial representation of the multivariate structure of the time series, but is also used in

the LMDM to decompose a complex multivariate time series model into simpler workable

components. Thus the LMDM can accommodate the multivariate structure of the time

series as represented by the DAG, and yet is also computationally simple. The model is

adaptable and any external information which may affect the network can be easily inte-

grated into the model through intervention (see West and Harrison (1997)). In addition,

an LMDM can also often be defined so that its parameters are interpretable.

The elicitation of a DAG which accurately represents the structure of the series is a

crucial part of the LMDM modelling process and this paper focuses on this important

elicitation problem. Using the LMDM for forecasting in a traffic network with a given

DAG is an interesting problem in itself and is considered elsewhere (see, for example,

Wright (2005)). We shall elicit a DAG for a particular traffic network at the junction of

three major roads — the M25, A2 and A282 — east of London, UK. Although we are

considering just a single network here, the elicitation methods presented are quite general

and the principles can be applied to any network.

The traffic data are in the form of hourly counts of vehicles passing each of a number

of data collection sites. Each site is identified by a number and their geographical layout is

illustrated in the diagram in Figure 1. White arrows on the diagram indicate the direction

of traffic flow on each part of the network. The network is such that traffic flows into the

network, through a number of data collection sites, and then out of the network. During

normal conditions it will only take a few minutes for a vehicle to traverse the network.

The structure of the paper is as follows. In the next section a brief overview of the

LMDM is given and the type of DAG suitable for an LMDM is considered. In Section 3

a diagram is introduced, called the flow diagram, which gives a pictorial representation

of possible vehicle routes through the network. It is shown, in Section 4, how this flow

diagram, together with Figure 1, can be used to elicit a suitable DAG for an LMDM.

Changes in a traffic network can occur from time to time and Section 5 describes how

these changes can be accommodated by the DAG and the LMDM. Finally, Section 6

contains some concluding remarks.

2



Figure 1: Locations of data collection sites used around the M25/A2/A282 junction. The
grey diamonds are the data collection sites, each of which is numbered. White arrows
indicate the direction of traffic flow.

3



Figure 2: DAG representing four time series at time t, where pa(Yt(2)) = ∅, pa(Yt(3)) =
{Yt(1), Yt(2)} and pa(Yt(4)) = {Yt(3)}.

2 The Linear Multiregression Dynamic Model

In this section we shall give a brief (non-technical) overview of the LMDM. For a full

account of the model, see Queen and Smith (1993).

Suppose that we have a multivariate time series Y t = (Yt(1), . . . , Yt(n))T . Suppose

further that there is a conditional independence and causal structure defined across the

series, so that, at each time t = 1, 2, . . . , we have

Yt(i) � {{Yt(1), . . . , Yt(i − 1)} \pa(Yt(i))} |pa(Yt(i)) for i = 2, . . . n

which reads “Yt(i) is independent of {Yt(1), . . . , Yt(i − 1)} \pa(Yt(i)) given pa(Yt(i))” (us-

ing the notation that “\” reads “excluding”), where pa(Yt(i)) ⊆ {Yt(1), . . . , Yt(i − 1)}.
Each variable in the set pa(Yt(i)) is called a parent of Yt(i) and Yt(i) is known as a child

of each variable in the set pa(Yt(i)). A DAG represents these conditional independence re-

lationships within the system pictorially, where each Yt(i) is represented by a node on the

graph and there is a directed arc to Yt(i) from each of its parents. For example, Figure 2

shows a DAG for four time series at time t, where pa(Yt(2)) = ∅, pa(Yt(3)) = {Yt(1), Yt(2)}
and pa(Yt(4)) = {Yt(3)}.

As Yt(i) is independent of {Yt(1), . . . , Yt(i−1)}\pa(Yt(i)) given pa(Yt(i)), a forecasting

model for Yt(i) need only depend on pa(Yt(i)), rather than all the series at time t. An

LMDM uses this idea and models the multivariate time series by n separate univariate

models – for Yt(1) and Yt(i)|pa(Yt(i)), i = 2, . . . , n. For each Yt(i) with parents pa(Yt(i)),

the (conditional) univariate model is simply a regression DLM with pa(Yt(i)) as linear

regressors. For those series without parents, any suitable univariate DLM may be used. As

long as the parameters for each (conditional) univariate model are mutually independent a

priori, they can be updated separately. Forecasts for Yt(1) and Yt(i)|pa(Yt(i)), i = 2, . . . , n

can also be found separately.

The joint one-step ahead forecast distribution of Y t can be expressed as the product
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Figure 3: DAG from Figure 2 with independent model parameters included.

Figure 4: Two DAGs both representing At � Ct |Bt, but yielding different LMDMs.

of Yt(1)’s forecast distribution and the individual univariate conditional forecast distribu-

tions, Yt(i) |pa(Yt(i)), i = 2, . . . , n. Even though regression is linear, these models can

yield highly non-Gaussian joint forecast distributions. As such they are analogous to non

time series graphical models in that although the sub-problems can be fairly simple to

work with (in this case univariate DLMs) the joint distribution can be highly complex.

To illustrate an LMDM, consider again the time series represented by the DAG in

Figure 2. Let θt(i) be the model parameters for Yt(i), i = 1, . . . , n. We can consider θt(i)

as another parent of Yt(i) on the DAG. Further, the LMDM assumes independent priors

for θt(1), . . . ,θt(4). The DAG including the model parameters is given in Figure 3. As

Yt(1) and Yt(2) are both without parents, each of these series can be modelled separately

using any suitable univariate DLMs. Both Yt(3) and Yt(4) have parents and so these would

both be modelled by (separate) univariate regression DLMs with the two regressors Yt(1)

and Yt(2) for Yt(3)’s model and the single regressor Yt(3) for Yt(4)’s model.

It is important to note that whereas two DAGs may exhibit the same conditional

independence statements, they can yield quite different LMDMs. For example, consider

the two DAGs in Figure 4. In both DAGs At � Ct |Bt. However, they would yield quite

different LMDMs. For LMDMs the DAG needs to represent the conditional indepen-

dence structure related to causality, so that (following Wermuth and Lauritzen (1990))

variables which are hypothesised to be causally linked should be connected by a directed

arc following the direction of causation.
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3 How does traffic pass through the network?

To investigate the relationships between the time series of vehicle counts we shall first look

at how traffic flows through the sites in the network. Eliciting conditional independence

relationships which are consistent with the direction of traffic flow will help to establish

the conditional independence structure related to causality.

It is useful to make the simplifying assumption that drivers will behave rationally and

follow the most direct route through the network. For example, in Figure 1 suppose that a

vehicle is entering the network southbound on the A282 and wishes to exit southbound on

the M25. Then it is assumed that the vehicle will take the most direct route (continuing

on the M25 at both Junctions 1b and 2, passing sites 167, then 170A and finally 173A)

and not use a more indirect route (such as leaving and then rejoining the M25 at Junction

2, passing sites 167, then 170B and finally 173B). Although some vehicles may behave

irrationally in this way, it is unlikely that such behaviour is common.

By considering the geographical layout of sites (Figure 1) all possible routes passing

through the sites can be listed. These are given in Table 1 for each entry and exit point

for the network. For example, we have already seen that vehicles entering the network

travelling south on the A282 that leave the network via the southbound carriageway of

the M25 pass the three sites 167, 170A and 173A. Note that there are routes through the

network that do not pass through any sites. For example, vehicles travelling on the A2

who cross, but do not join, the M25 at Junction 2 are not counted. These vehicles are not

an observable part of the traffic flow and do not enter the model.

From Table 1 it is possible to draw a diagram representing how vehicles pass through

the sites in the network. Represent each site by an oval and draw an arrow leading from

one site to another if there is a direct route from one to the other — see Figure 5. We

shall call this the flow diagram. Note that flows into and out of the network itself are also

listed in Table 1 and shown in the flow diagram.

The flow diagram helps to give us some insight into the relationships between the time

series of vehicle counts. For example, knowing that vehicles at site 167 can go to sites 168,

170A or 170B only, tells us that these time series will be highly correlated and that the

sum of vehicles at sites 168, 170A and 170B at time t should be the number of vehicles

counted at site 167 at time t (approximately, accounting for vehicles which are between

sites at the end of the hour). It also tells us that the time series at 167 is hypothesised to
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Entry point Exit point Route through sites
A282 southbound M25 southbound → 167 → 170A → 173A →

Junction 1b → 167 → 168 →
A2 eastbound → 167 → 170B → 171 →
A2 westbound → 167 → 170B → 161 →

Junction 1b A282 northbound → 165 → 166 →
M25 southbound → 169 → 173B →
A2 eastbound → 169 → 171 →
A2 westbound → 169 → 161 →

A2 westbound A282 northbound → 172 → 164B → 166 →
M25 southbound → 172 → 173B →
Junction 1b → 172 → 163 →

A2 eastbound A282 northbound → 162 → 164B → 166 →
M25 southbound → 162 → 173B →
Junction 1b → 162 → 163 →

M25 northbound A282 northbound → 164A → 166 →
Junction 1b → 160 → 163 →
A2 eastbound → 160 → 171 →
A2 westbound → 160 → 161 →

Table 1: Possible vehicle routes through the sites in the network for each entry and exit
point.

be causally linked to the series at sites 168, 170A and 170B.

Unfortunately due to faulty data collection equipment, no data were collected at some

sites. The missing data could be estimated using Markov chain Monte Carlo techniques

(see Whitlock and Queen (2000)). However, to allow future evaluation of our model we

shall only consider modelling time series for which we have observed data. The sites for

which no data are available are 160, 166, 173A and 173B. Figure 6 shows a new flow

diagram with these sites removed. When site 166 is removed, sites 164A and 165 become

disconnected from the rest of the network. As this paper aims to examine the multivariate

nature of the traffic network, these two sites shall be dropped from the model here for

simplicity. Notice also that the network is now subdivided into two separate subnetworks.

4 Eliciting a DAG for the network

Consider the flow diagram in Figure 6, which shows how vehicles flow through the (ob-

served) sites in the network. This flow diagram, together with the diagram of the traffic

network in Figure 1, will be used to heuristically elicit a DAG for the time series which

can be used for an LMDM. To do this it is helpful to form the sites into three groups:
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Figure 5: Flow diagram showing how vehicles pass through the data collection sites in the
network. The data collection sites are represented by ovals and the flows between them
by arrows.

Figure 6: Flow diagram for the network with missing and trivial sites removed.
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{167, 168, 170A, 170B}, {170B, 169, 171, 161}, {162, 172, 163, 164B}.
For each site s, denote the vehicle count at time t by Yt(s) and let Yt(s) ∼ Po(µt(s)),

where Po(µt(s)) denotes a Poisson distribution with mean µt(s). In what follows we shall

use the following results.

• For any two variables X1 and X2 such that X1 ∼ Po(µ1) and X2 ∼ Po(µ2), the

distribution of (X1|X1 + X2) is binomial so that

(X1|X1 + X2) ∼ Bi
(

X1 + X2,
µ1

µ1 + µ2

)

where Bi(n, p) denotes a binomial distribution from a sample of size n with parameter

p.

• For Bi(n, p) (n large), Bi (n, p) ≈ N (np, np(1 − p)).

• For Po(µ) (µ large), Po(µ) ≈ N(µ, µ).

4.1 DAG for sites 167, 168, 170A and 170B

As traffic only flows from site 167 to the other three, Yt(167) should be (approximately)

equal to the sum of Yt(168), Yt(170A) and Yt(170B). We therefore have the conditional

distribution:

Yt(168)|Yt(167) ∼ Bi
(

Yt(167),
µt(168)
µt(167)

)

with similar conditional distributions for Yt(170A)|Yt(167) and Yt(170B)|Yt(167). This

could be represented by a DAG with Yt(168), Yt(170A) and Yt(170B) as children of Yt(167).

As hourly vehicle counts are typically large, these conditional binomial distributions can

be approximated by normal distributions — for example,

Yt(168)|Yt(167) ≈ N

(
Yt(167)

(
µt(168)
µt(167)

)
, Yt(167)

(
µt(168)
µt(167)

) (
1 − µt(168)

µt(167)

))
.

Then the observation equation for the (conditional) univariate model for Yt(168) in an

LMDM would be of the form:

Yt(168) = Yt(167)
(

µt(168)
µt(167)

)
+ vt(168), vt ∼ N(0, Vt(168)).

However, the parameters for the three conditional distributions for Yt(168), Yt(170A) and

Yt(170B) are not independent. Consequently the parameters for each univariate model in
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an LMDM could not be considered mutually independent. To ensure independent model

parameters, we need to elicit the DAG in a slightly different way.

Consider Yt(167). From Figure 1, at Junction 1b, a proportion of the vehicles making

up Yt(167) will continue southbound onto the M25 to become Yt(170A) + Yt(170B), and

the rest will leave to become Yt(168). Of the vehicles making up Yt(170A) + Yt(170B), a

proportion will leave the M25 at Junction 2 to become Yt(170B) and the rest will continue

on the M25 to become Yt(170A). Thus we have two alternative conditional distributions:

Yt(170A) + Yt(170B)|Yt(167) ∼ Bi (Yt(167), αt)

Yt(170B)|Yt(170A) + Yt(170B) ∼ Bi (Yt(170A) + Yt(170B), βt)

where

αt =
µt(170A) + µt(170B)

µt(167)
and βt =

µt(170B)
µt(170A) + µt(170B)

.

Both parameters αt and βt are interpretable:

αt = proportion of vehicles at 167 continuing south on to the M25 at Junction 1b

βt = proportion of those vehicles continuing south on the M25 after Junction 1b

that leave the M25 at Junction 2

These conditional distributions can be represented by the DAG in Figure 7. Independence

of parameters is now a reasonable assumption because there is no structural reason to

believe otherwise. Here both Yt(168) and Yt(170A) are deterministic variables. Note

that we could have chosen Yt(170A) + Yt(170B) and/or Yt(170B) to be the deterministic

variables instead. The series Yt(168) and Yt(170A) were chosen simply because site 170B

leads to other parts of the network.

Approximating the Poisson distribution for Yt(167) and the conditional binomial dis-

tributions to normality, the observation equations in an LMDM for the DAG in Figure 7

are of the following forms:

Yt(167) = µt(167) + vt(167), vt(167) ∼ N(0, Vt(167))

Yt(170A) + Yt(170B) = Yt(167)αt + vt(170A + 170B),

vt(170A + 170B) ∼ N(0, Vt(170A + 170B))

Yt(170B) = (Yt(170A) + Yt(170B)) βt + vt(170B),

vt(170B) ∼ N(0, Vt(170B))
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Figure 7: DAG representing Yt(167), Yt(168), Yt(170A) and Yt(170B), together with the
model parameters: © is a random variable, � is a deterministic variable.

and

Yt(168) = Yt(167) − (Yt(170A) + Yt(170B))

Yt(170A) = (Yt(170A) + Yt(170B)) − Yt(170B).

4.2 DAG for sites 170B, 169, 171 and 161

From Figure 6, vehicles at 170B flow to both sites 171 and 161, and the same is true for

vehicles at site 169. Vehicles from the unobserved site 160 also flow to both sites 171

and 161. At first sight it seems reasonable to draw a DAG with Yt(171) and Yt(161)

as children of both Yt(170B) and Yt(169). However, the parameters for the conditional

distributions Yt(171)|Yt(170B), Yt(169) and Yt(161)|Yt(170B), Yt(169) are not independent.

Thus we would not be able to model Yt(171) and Yt(161) as separate children of Yt(170B)

and Yt(169) using an LMDM. Again, an alternative DAG is required.

Consider the sum Yt(171)+Yt(161). The vehicles making up this sum come from three

sources: 170B, 169 and the unobserved site 160. All vehicles at 170B flow to either 171 or

161, whereas only a proportion of the vehicles at 169 do. Write,

Yt(171) + Yt(161) = Xt(u) + Yt(170B) + Xt(169) (4.1)

where

Xt(u) = vehicles at 171 or 161 at time t inherited from the unobserved site

Xt(169) = vehicles at 171 or 161 at time t inherited from site 169

Model Xt(x) ∼ Po(µt(X(x))). Then

Xt(169)|Yt(169) ∼ Bi(Yt(169), γt)
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Figure 8: DAG representing Yt(170B), Yt(169), Xt(u), Xt(169), Yt(171) and Yt(161),
together with the model parameters: © is a random variable, � is a deterministic variable.

where

γt =
µt(X(169))

µt(169)
.

Also,

Yt(161)|Yt(171) + Yt(161) ∼ Bi(Yt(171) + Yt(161), δt)

where

δt =
µt(161)

µt(171) + µt(161)
.

Both γt and δt are interpretable:

γt = proportion of vehicles at 169 flowing to 171 or 161

= proportion of those vehicles travelling south from Junction 1b that join the A2

δt = proportion of those vehicles joining the A2 that travel west bound

This can all be represented by the DAG in Figure 8.

However, Xt(u) and Xt(169) cannot be observed. Approximate the Poisson distribu-

tion for Xt(u) and the conditional binomial distribution for Xt(169)|Yt(169) to normality.

Then using Equation 4.1, the conditional distribution for Yt(171)+Yt(161)|Yt(170B), Yt(169)

is approximately normal with mean:

E(Yt(171) + Yt(161)|Yt(170B), Yt(169)) = µt(X(u)) + Yt(170B) + Yt(169)γt.

The DAG in Figure 8 can therefore be replaced with the DAG in Figure 9. An LMDM

would then have the two regressors Yt(170B) and Yt(169) in the DLM for Yt(171)+Yt(161),
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Figure 9: DAG representing Yt(170B), Yt(169), Yt(171) and Yt(161): © is a random
variable, � is a deterministic variable.

with the regression parameter for Yt(170B) set to 1. However, doing this leads to problems

with collinearity.

To tackle this problem, define

Zt(1) =
Yt(170B) + Yt(169)

2

Zt(2) =
Yt(170B) − Yt(169)

2
.

Without any loss of information, Zt(1) and Zt(2) can be considered as independent re-

gressors in the DLM for Yt(171) + Yt(161), instead of the correlated variables Yt(170B)

and Yt(169). We can introduce Zt(1) and Zt(2) into the DAG as deterministic children of

Yt(170B) and Yt(169), and parents of Yt(171)+Yt(161). Then Yt(171)+Yt(161)|Zt(1), Zt(2)

is approximately normal with mean:

E(Yt(171) + Yt(161)|Zt(1), Zt(2)) = µt(X(u)) + Zt(1)γt(Z(1)) + Zt(2)γt(Z(2))

for parameters γt(Z(1)) and γt(Z(2)). Unfortunately, γt(Z(1)) and γt(Z(2)) are not easily

interpretable. However, using Zt(1) and Zt(2) does allow us to build a DAG which still

respects the conditional independence structure of the series and produces an LMDM

which is still computationally simple.

The final elicited DAG representing the first two groups of variables (i.e. the first part

of the flow diagram) is given in Figure 10.

Approximate the Poisson distribution for Yt(169) and the conditional binomial distri-

bution for Yt(161)|Yt(171) + Yt(161) to normality. An LMDM representing the DAG in

Figure 10 then has the following observation equations for Yt(169), Yt(171) + Yt(161) and
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Figure 10: Final elicited DAG for the first part of the flow diagram: © is a random
variable, � is a deterministic variable.

Yt(161):

Yt(169) = µt(169) + vt(169), vt(169) ∼ N(0, Vt(169))

Yt(171) + Yt(161) = µt(X(u)) + Zt(1)γt(Z(1)) + Zt(2)γt(Z(2)) + vt(171 + 161),

vt(171 + 161) ∼ N(0, Vt(171 + 161))

Yt(161) = (Yt(171) + Yt(161)) δt + vt(161),

vt(161) ∼ N(0, Vt(161))

and

Yt(171) = (Yt(171) + Yt(161)) − Yt(161).

4.3 DAG for sites 162, 172, 163 and 164B

The flow diagram for this group of four variables is almost identical in structure to that for

the four variables in Section 4.2. As in that section, we cannot simply draw a DAG for an

LMDM with Yt(163) and Yt(164B) as children of Yt(162) and Yt(172), because the parame-

ters of the conditional distributions Yt(163)|Yt(162), Yt(172) and Yt(164B)|Yt(162), Yt(172)

would not be independent. We therefore need to elicit an alternative DAG.

Consider the sum Yt(163) + Yt(164B). The vehicles making up this sum come from

Yt(162), Yt(172) and the unobserved site 160. This time, for both sites 162 and 172,
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Figure 11: DAG representing Yt(162), Yt(172), Yt(163) and Yt(164B): © is a random
variable, � is a deterministic variable.

only a proportion of the vehicles flow to 163 or 164. Following exactly the same argu-

ments as in Section 4.2, the conditional distribution Yt(163)+Yt(164B)|Yt(162), Yt(172) is

approximately normal with mean

E(Yt(163) + Yt(164B)|Yt(162), Yt(172)) = µt(X ′(u)) + Yt(162)εt(162) + Yt(172)εt(172)

and

Yt(164B)|Yt(163) + Yt(164B) ∼ Bi(Yt(163) + Yt(164B), ζt),

where the parameters are interpretable as follows:

µt(X ′(u)) = mean number of vehicles in Yt(163) + Yt(164B) inherited from the unobserved site

εt(162) = proportion of vehicles at 162 flowing to 163 or 164B

= proportion of those vehicles leaving the A2 eastbound that travel north

εt(172) = proportion of vehicles at 172 flowing to 163 or 164B

= proportion of those vehicles leaving the A2 westbound that travel north

ζt = proportion of those vehicles travelling north after leaving the A2

that join the M25

The DAG to represent this is given in Figure 11. Unfortunately, there are again problems

with collinearity, this time between Yt(162) and Yt(172) in the DLM for Yt(163)+Yt(164B).

Following the same idea as in Section 4.2, let

Zt(3) =
Yt(162) + Yt(172)

2

Zt(4) =
Yt(162) − Yt(172)

2
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Figure 12: Final elicited DAG for the second part of the flow diagram: © is a random
variable, � is a deterministic variable.

Introduce Zt(3) and Zt(4) into the DAG as deterministic children of Yt(162) and Yt(172)

and parents of Yt(163) + Yt(164B). Then the conditional distribution for Yt(163) +

Yt(164B)|Zt(3), Zt(4) is approximately normal with mean

E(Yt(163) + Yt(164B)|Zt(3), Zt(4)) = µt(X ′(u)) + Zt(3)εt(Z(3)) + Zt(4)εt(Z(4))

for parameters εt(Z(3)) and εt(Z(4)). Again we lose interpretability of the parameters,

but retain the conditional independence structure and a computationally simple model.

The resulting DAG representing the last part of the flow diagram is given in Figure 12.

Approximate the Poisson distributions for Yt(162) and Yt(172) and the conditional

binomial distribution for Yt(164B)|Yt(163)+Yt(164B) to normality. Then the observation

equations for an LMDM representing the DAG in Figure 12 are of the following form.

Yt(162) = µt(162) + vt(162), vt(162) ∼ N(0, Vt(162))

Yt(172) = µt(172) + vt(172), vt(172) ∼ N(0, Vt(172))

Yt(163) + Yt(164B) = µt(X ′(u)) + Zt(3)εt(Z(3)) + Zt(4)εt(Z(4)) + vt(163 + 164B),

vt(163 + 164B) ∼ N(0, Vt(163 + 164B))

Yt(164B) = (Yt(163) + Yt(164B)) ζt + vt(164B),

vt(164B) ∼ N(0, Vt(164B))

and

Yt(163) = (Yt(163) + Yt(164B)) − Yt(164B).
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Figure 13: Flow diagram for the network when the road is blocked at site 170B.

5 Accommodating changes in the network

Changes in the network can occur for a variety of reasons and for various lengths of time.

For example, an accident may cause a short term temporary diversion; roadworks may

cause of longer term temporary diversion; or the road layout may be altered permanently.

The DAG representing the time series of vehicle counts will need to be altered to accom-

modate any such changes in the network. Luckily, because of the structure of the LMDM,

much of the posterior information for parameters in the original DAG can be carried for-

ward into the new DAG. Additionally, it is also possible for the posteriors for the original

parameters to help form informative priors for any new parameters. The following example

will illustrate how this might be done.

5.1 Example: blocked road at site 170B

Suppose that the road at site 170B is temporarily blocked from time t due to roadworks,

for example. Suppose further that cars wishing to leave the M25 southbound at Junction

2 are diverted via Junction 1B and sites 168 and 169.

Figure 13 shows the flow diagram which reflects the new possible routes through the

network. Using exactly the same methods as in Section 4, this flow diagram and the

diagram of the traffic network (Figure 1) can be used to elicit a DAG for the new network.

A suitable new DAG is given in Figure 14 for the first part of the flow diagram. Sites 162,

172, 163 and 164B are unaffected by the network change, and so their DAG would remain

as in Figure 12.
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Figure 14: New DAG for the first part of the flow diagram when the road is blocked at
site 170B: © is a random variable, � is a deterministic variable.

The new observation equations are as follows.

Yt(167) = µt(167) + vt(167), vt(167) ∼ N(0, Vt(167))

Yt(168) = ηtYt(167) + vt(168), vt(168) ∼ N(0, Vt(168))

Yt(169) = µt(169) + λtYt(168) + vt(169), vt(169) ∼ N(0, Vt(169))

Yt(171) + Yt(161) = µt(X(u)) + ξtYt(169) + vt(171 + 161),

vt(171 + 161) ∼ N(0, Vt(171 + 161))

Yt(161) = δt (Yt(171) + Yt(161)) + vt(161),

vt(161) ∼ N(0, Vt(161))

and

Yt(170A) = Yt(167) − Yt(168)

Yt(171) = (Yt(171) + Yt(161)) − Yt(161)
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There are three new parameters here and each is easily interpretable:

ηt = proportion of those vehicles at 167 leaving the M25 southbound at Junctions 1b or 2

λt = proportion of those vehicles leaving southbound at Junction 1b that are following

the diversion to Junction 2

ξt = proportion of those vehicles travelling south from Junction 1b (which includes diverted

traffic) that join the A2.

Notice that several of the parameters (µt(167), µt(169), µt(X(u)), δt) remain in the

model and so their posteriors carry through to form priors at time t under the new model.

It is possible to elicit informative priors for the new parameters ηt, λt and ξt as follows.

Calculate the priors at time t for the original parameters αt, βt and γt and the one step

ahead forecasts for Yt(170B), Yt(168) and Yt(169) assuming no change in the DAG and

model (i.e. assuming the DAG in Figure 10 still holds). Denote these by α̂t, β̂t, γ̂t,

Ŷt(170B), Ŷt(168) and Ŷt(169). Denoting the first t − 1 observations by yt−1, prior mean

estimates of the new parameters can be obtained using:

E(ηt|yt−1) = 1 − α̂t + α̂tβ̂t

E(λt|yt−1) =
Ŷt(170B)

Ŷt(170B) + Ŷt(168)

E(ξt|yt−1) =
Ŷt(170B) + Ŷt(169)γ̂t

Ŷt(170B) + Ŷt(169)

Forecasts at time t for the changed network can then be calculated from the priors for the

parameters in the new model.

6 Concluding remarks

In this paper we have demonstrated how we might elicit a DAG suitable for representing

the time series of vehicle counts in a traffic network. The final DAG elicited for this

particular traffic network comprises the two separate DAGs given in Figures 10 and 12.

It is important to elicit a DAG so that the parameters for each variable can be con-

sidered mutually independent a priori. This enables each variable to be modelled as a

separate univariate DLM, making the multivariate problem far simpler.

With the exception of γt(Z(1)), γt(Z(1)), εt(Z(3)) and εt(Z(4)), all the model pa-

rameters in the elicited DAG are interpretable. This is helpful not only when setting
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up the model and interpreting any output, but it is also extremely helpful when model

intervention is required.

Unfortunately, in applications of this type, multiple parents may be highly correlated

leading to problems with collinearity in the regression DLM for the child. Collinearity

in conventional regression is often dealt with by dropping one of the correlated regres-

sors. However, this is not an option here. Instead by transforming the parents to new

uncorrelated regressors, the information from all the parents can be preserved.

Traffic networks do not always remain static through time and any traffic model needs

to be adaptable. We have demonstrated here how this might be done with our model and

how posterior information from the original DAG can be used to construct informative

priors for the new DAG.

In this paper we have only focused on the crucial first stage in implementing the LMDM

— namely, the elicitation of a simple model accommodating the multivariate structure of

the series. The next stage in implementing the model is of course to use the elicited model

for forecasting. In Wright (2005) the model is used with 21 weeks of data for this network

and was found to perform well when compared with models of similar complexity.
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